






2009INTRODUCTION OF
THE FIRST CYBER TM MODEL

COUNTRIES WHERE INSTALLED25+

300+

200+

DOCTORS TRAINED AT OUR REFERENCE CENTERS

50+ PUBLICATIONS WITH THE USE OF CYBER 
TM IN DIFFERENT MEDICAL FIELDS

HOSPITALS ALREADY 
ADOPTED OUR 
TECHNOLOGY

Device History



SHORTER HOSPITALIZATION
Use of Thulium laser was proven to shorten hospital 

stay with respect to TURP, enabling a “one-day 

surgery” for many patients

FEWER ADVERSE EVENTS
Publications with Cyber TM demonstrate a low 

incidence of postoperative complications associated 

with the use of this laser

LONG LASTING OUTCOMES
Clinical evidences support the use of Thulium laser 

for a definitive resolution of LUTS due to BPH, with 

extremely low recurrence rate

INTERDISCIPLINARY PLATFORM
Cyber TM‘s properties allow its use in other urology 

soft tissue surgery. Furthermore, other hospital wards 

can benefit of the use of such system, addressing 

multiple needs from different medical specialties with 

a unique device

REUSABLE FIBERS
Bare fibers can be resterilized and reused.

Based on that, Thulium allows significant expense 

reduction with respect to Green laser, using 

exclusively expensive disposable fibers

Significant ROI



Cyber TM can be used to perform incision, excision, resection, ablation, vaporization, coagulation and hemostasis 

of soft tissue in various medical specialties, including:

Applications

ENT

THORACIC SURGERY

GYNECOLOGY

GASTROENTEROLOGY

GENERAL SURGERY

UROLOGY
BPH

TUMORS (BLADDER, UUT)

PARTIAL NEPHRECTOMY

STRICTURES, BNI



Wavelength

Power

Power setting

Treatment mode

Beam delivery

Aiming beam

Electrical requirements

Cooling

Noise level

Operating temperature

Humidity

Dimensions and weight

2010 nm

Up to 200 W (depending on each local clearance)

Up to 200 W in 1, 2, 5 W increment steps

Continuous wave or pulsed (up to 100 Hz)

Wide range of flexible silica frontal and side-firing fibers

Red (650 nm) or green (532 nm) on choice, 
adjustable <5 mW) - Class 3R

230 Vac, single phase; 50/60 Hz; 16

Internal chiller

Less than 60 dBA

10°C - 30°C

30% - 85% - Non condensing

67.6 cm (W) x 82.6 cm (D) x 129.7 cm (H) - 200 kg

Technical Specifications


